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Abstract: In this paper, the potential of Infrared Thermography (IRT) as a novel operational
tool for landslide surveying, mapping and characterization was tested and demonstrated in
different case studies, by analyzing various types of instability processes (rock slide/fall,
roto-translational slide-flow). In particular, IRT was applied, both from terrestrial and airborne
platforms, in an integrated methodology with other geomatcs methods, such as terrestrial laser
scanning (TLS) and global positioning systems (GPS), for the detection and mapping of landslides’
potentially hazardous structural and morphological features (structural discontinuities and open
fractures, scarps, seepage and moisture zones, landslide drainage network and ponds). Depending
on the study areas’ hazard context, the collected remotely sensed data were validated through field
inspections, with the purpose of studying and verifying the causes of mass movements. The challenge
of this work is to go beyond the current state of the art of IRT in landslide studies, with the aim of
improving and extending the investigative capacity of the analyzed technique, in the framework of
a growing demand for effective Civil Protection procedures in landslide geo-hydrological disaster
managing activities. The proposed methodology proved to be an effective tool for landslide analysis,
especially in the field of emergency management, when it is often necessary to gather all the
required information in dangerous environments as fast as possible, to be used for the planning
of mitigation measures and the evaluation of hazardous scenarios. Advantages and limitations of
the proposed method in the field of the explored applications were evaluated, as well as general
operative recommendations and future perspectives.
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1. Introduction
Landslide mapping, hazard assessment and risk evaluation are important goals for scientists,
planners, decision makers and land developers [1].
In this context, the availability of new remote sensing technologies, based primarily on satellite,
aerial and terrestrial remote sensing platforms, can allow systematic and easily updatable acquisitions
of data over wide areas, and therefore may improve the production of landslide maps, reduce costs and
optimize field work [2,3]. In recent years, amongst the new methods for accurate landslide mapping,
ground-based technologies such as digital photogrammetry (DP) [4–6], terrestrial laser scanning
(TLS) [7–9], ground-based interferometric synthetic aperture radar (GB-InSAR) [10–12] and infrared
thermography (IRT) [13–15], have been increasingly used as efficient remote surveying techniques for
the prompt characterization and mapping of slopes affected by instability processes. IRT (or thermal
imaging) is the branch of remote sensing dealing with measuring the radiant temperature of the Earth’s
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surface features from a distance [16], and can map the pattern evolution of the investigated scenario’s
surface temperature. During the last decades, thanks to the technological development of portable
high resolution and cost-effective thermal imaging cameras, this technique has undergone a significant
increase of usage, in terms of sensor accuracy and spatial resolution, together with fast measurement,
processing times and improved quality of the thermographic data. IRT offers non-contact, wide area
detection of subsurface defects, and can be used as an alternative or complement to conventional
inspection technologies in a wide variety of technical and scientific applications [17]. Since the 1980s,
thermal infrared sensors have been used in environmental studies from terrestrial, airborne and
spaceborne platforms, in the following contexts: mining [18], tunneling [19], detection of hydrological
features in karst watersheds [20], monitoring of geothermal activity [21,22], mapping of geomorphic
and sedimentary features of alluvial fans [23,24], agricultural soil analysis for evaluating the moisture
content [25,26] and the land surface temperature patterns [27,28].
In volcanic monitoring, an exhaustive review on thermal imagery applied to volcanic monitoring
is given by [16]. Furthermore, IRT has been widely used in industrial applications for the detection of
defects in machines, cracks and fatigue of materials [29,30], as well as in the field of civil engineering
and cultural heritage to detect delamination, subsurface cracks and the presence of water infiltration
in concrete and masonry structures, also providing an effective tool to assess the integrity of historical
buildings and masonry [31–37].
In the field of landslide surveying and mapping, detailed IRT studies are limited: the first
pioneeristic investigations were conducted in the early 1990s [38,39], but then little further investigation
took place until the early 2000s, when modern cost-effective and high resolution thermal cameras
were developed. In this context [14] combined IRT with ground penetrating radar (GPR) surveys in
order to detect eroded caves behind shotcrete-protected slopes overlooking a roadway, while many
authors applied IRT from ground-based platforms (coupled with TLS, geophysical investigations and
traditional field surveys) to the analysis of unstable slopes with the following purposes: (i) obtain
information about the rock mass fracturing [40,41]; (ii) detect shallow surface weakness in rock
walls [13]; (iii) map open fractures for rock slide and rock fall assessment [15,42–44]; (iv) map ephemeral
drainage patterns [45–48]; and (v) perform geomechanical surveying of jointed rock slopes [49,50].
Applications of thermal imagery from airborne and satellite platforms in the field of landslide mapping
are limited to multispectral and near-infrared [51,52]. In this paper, the use of IRT for the analysis
of slopes affected by instability phenomena is presented. In particular, IRT was applied from both
terrestrial and airborne platforms, in an integrated approach with TLS, GPS, accurate field surveys and
optical imagery, in order to detect potential criticalities on unstable slopes, and therefore provide 2D
and 3D slope-scale mapping and characterization. The final aim is to improve the investigative capacity
of IRT and to extend its fields of application in landslide studies, in order to provide an effective and
reliable tool for supporting the Civil Protection departments and the local authorities involved in
landslide emergency management phases. In this context the potential of IRT was explored in various
types of landslide scenarios and risk management contexts.
2. Theoretical Principles
IRT is based on the physical principle stating that any object having temperature higher than
absolute zero produces electromagnetic radiation falling within the IR band (Figure 1). The latter is
known as “thermal radiation”, and can be remotely sensed and used to retrieve the radiant temperature
of the analyzed scenario.
On the Earth surface almost all thermal radiation consists of IR in various wavelengths; therefore
it is also termed “thermal infrared” energy [53]. IR radiation, which is primarily responsible for thermal
radiation, falls within the wavelength range of approximately 0.74 µm to about 1000 µm, between
the red end of the visible region and the microwave portion of the electromagnetic spectrum [17]
(Figure 1a).
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Figure 1. The infrared region of the electromagnetic spectrum (a) after [54]; (b) the spectral region between
0 and 15 µm, with the atmospheric windows and the infrared bands regions after [55]; (c) spectral
distribution of energy radiated from blackbodies of various temperatures: red squares highlight the
infrared bands used by the sensors of modern thermal cameras (Image credit: Ant Beck/CC-SA).
Even though there is not a widely accepted standard classification of the IR bands, their
boundaries are chosen considering the wide applications of detectors sensible to IR radiation (Figure 1a).
The main attenuation factors of thermal radiation commonly considered when dealing with thermal
imaging are those related to atmospheric effects. In particular, infrared absorption by atmospheric
molecules is significant in the 0–14 µm spectral region (Figure 1b), except for two spectral bands
in which many thermal cameras are sensitive: (a) the spectral window between 8 and 14 µm,
also called “Long-Wavelength Infrared band (LWIR)”; (b) the waveband between 3 and 5 µm, namely
“Mid-Wavelength Infrared band (MWIR)”, generally considered more suited to high temperature
measurements [13] (Figure 1c).
IRT Theory
In accordance with the principle of the conservation of energy, the relationship between incident
energy and its interaction with terrain elements, depending on wavelength, can be stated as:
Ei(λ) = Eα(λ) + Eρ(λ) + Eτ(λ) (1)
where Ei = incident energy; Eα = absorbed energy; Eρ = reflected energy; Eτ = transmitted energy,
with all energy components being a function of wavelength λ. In order to describe the nature of
thermal energy interactions the equation ratios can be defined as (i) Absorptance: α(λ) = Eα/Ei;
(ii) Reflectance: ρ(λ) = Eρ/Ei; Transmittance: τ(λ) = Eτ/Ei.
Thus (1) can be restated in the form:
α+ ρ+ τ = 1 (2)
This equation is an energy balance equation expressing the interrelationship among the
mechanisms of absorption (α) reflection (ρ) and transmission (τ) of a terrain element. The radiative
properties of a body, called emissivity, are denoted by the symbol ε [56,57]. The ideal source of thermal
radiation is the “blackbody”: a hypothetical, ideal radiator that totally absorbs all energy incident
upon it and re-emits it, without reflection or transmission (ρ, τ = 0), as stated by the Kirchhoff Law
on radiation:
α(λ) = ε(λ) (3)
Therefore, considering a blackbody the Formula (2) can take the form:
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ε = 1 (4)
This shows the corollary of Kirchhoff’s Law on radiation: the emissivity cannot exceed one
(because the absorptivity cannot, by conservation of energy), so it is not possible to thermally radiate
more energy than a black body, at equilibrium. In most remote sensing applications, the objects we
normally deal with are real bodies [58], also called “grey bodies” (objects that have constant emissivity
for all wavelengths) [59], which are opaque to thermal radiation and emit only a fraction of the energy
emitted from a blackbody at the equivalent temperature. Therefore, for grey bodies τ can be dropped
from Equation (2) so that:
ε+ ρ = 1; ρ = 1− ε (5)
This equation demonstrates the direct relationship between an object’s emissivity and its
reflectance in the thermal region of the electromagnetic spectrum. The lower the object’s reflectance,
the higher its emissivity and vice-versa. As infrared thermography operates within limited spectral
ranges, in practice it is often possible to treat objects as grey bodies. The emissivity of a real material is
a spectral quantity characterizing the nature of the surface of the object being imaged [13]. In detail it
can be defined as a factor that describes its efficiency in radiating energy compared to a black body
(radiant exitance of an object at a given temperature over the radiant exitance of a black body at the
same temperature [56]).
This shows that ε can have values between 0 and 1. Many materials radiate like blackbodies over
certain wavelength intervals: for example, water has 0.98 < ε < 0.99 behaving very close to a blackbody
radiator in the 6–14 µm wavelength range; soil and rocks are grey bodies with high emissivity values
(ε ≥ 0.8) [53]. At any temperature, a blackbody can emit the maximum energy possible per unit time
in every part of the electromagnetic spectrum [13].
The concept of emissivity is of capital importance in the science of IRT, because it is the foundation
for relating IR radiation to a real object’s temperature, as stated by the Stefan-Bolzmann’s Law:
W = εσT4 (6)
where W = total radiant exitance from the material surface, expressed in Watt/m2; σ is the Stephan
Boltzmann constant (5.6697 × 10−8 Wm−2 K−4); T is the absolute temperature (expressed in K) of the
emitting material. This law states that the electromagnetic energy emission (radiant power) per area
unit of a body depends on the fourth power of the absolute temperature and on its value of emissity.
This law is the basis for radiative heat loss estimates, and constitutes the theoretical basis for IRT [57].
3. Materials and Methods
Thermography is a type of infrared imaging accomplished with IR thermally calibrated cameras
(Figure 2) capable of detecting radiation in the electromagnetic spectrum within the infrared
wavelengths, and converting it in digital images of that radiation (thermograms or thermographic
images) (Figure 3). It is important to state that the thermal sensors detect radiation from the surface
(approximately the first 50 µ) of ground objects, which may not be indicative of their internal bulk
temperature [53].
The main components of a thermal camera are: (i) lenses; (ii) sensor; (iii) built-in processor;
(iv) camera firmware. The camera lenses (commonly made of Germanium and opaque to visible
radiation) focus IR radiation onto the sensor (nowadays largely represented by focal plane array
uncooled microbolometers, mainly because of cost considerations [58]), whose cells are heated and
send an electronic signal to the processor; the latter through the camera firmware converts the signal
into radiant temperature values through a calibration procedure, creating a thermogram.
Focal Plane Array (FPA) sensors are staring (not scanning) systems composed of a two-dimensional
array of photo-sensitive pixels, whose response is a function of both the pixel position within the array
and the wavelength of the optical radiation [59,60]. Microbolometer sensors are made of a metal or
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semiconductor materials (amorphous silicon and Vanadium Pentoxide), and operate responding to
radiant energy varying their temperature and electrical conductivity, according to the intensity of
absorption of incident radiations [17].
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Figure 2. FLIR SC620 Thermal camera front view (a): 1 = germanium lens; 2 = digital camera; 3 = laser
pointer; 4 = manual focus ring; 5 = control buttons; 6 = tiltable viewfinder. Back view (b) (7 = SD-card
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Figure 3. Examples of thermograms displaying thermal anomalies connected to slope instability
phenomena in Italy. Dykelets and open fractures at Giglio Island, Tuscany (a–d); water seepage in
sandstone layers (Fiesole, Tuscany) (e,f); aerial imaging of large landslide (San Benedetto Val di S mbro,
Emilia Romagna) (g,h); unstable rock wall sector in (Val Nerina, Umbria) (i–m); ebris pron along
c astal cliff (Elba Island, Tuscany) (n,o).
Modern thermal cameras are designed and calibrated for a specific range of the IR spectrum:
in thermal remote sensing applications, the prevalence of instruments operating at the 8–14 µm spectral
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region (LWIR band) is due to the peak energy emissions for ambient Earth surface temperatures and to
the presence of atmospheric windows (Figure 1c) [57]. The instrument employed within this work is
a SC620 thermal camera (FLIR -“forward-looking Infrared”- systems, Wilsonville, OR, USA) [61,62]
(Figure 2).
This device is characterized by an uncooled FPA microbolometer sensor, which can measure
electromagnetic radiation in the thermal infrared band between 7.5 and 13 µm (see Table 1 for further
technical specifications). A built-in 3.2 Mpixel digital camera allows for the comparison between IR
and optical images, in order to improve the interpretation of thermal data. The product of an IRT
survey is a pixel matrix, collected through the thermal camera array detector, which following the
correction of the sensitive parameters (object emissivity, path length, air temperature and humidity)
represents a surface temperature map of the investigated scenario. In Figure 3, pairs of images in
the visible and thermal spectrum, displaying thermal anomalies connected to slope instabilities
located in Italy, are reported. The surface temperature is represented by means of a color scale,
namely “iron”, in which the higher temperatures are displayed by the lighter colors, whereas the
colder temperatures by the darker ones): leucogranitic dykelets (Figure 3a,b) and open fractures
(Figure 3c,d) cross-cutting monzogranitic intrusions (Giglio Island, Tuscany, Italy); water seepage in
sandstone layers (Fiesole, Tuscany, Italy) (Figure 3e,f); aerial imaging of large complex roto-traslative
landslide (San Benedetto Val di Sambro, Emilia Romagna, Italy) (Figure 3g,h); unstable rock wall
sector in thin layered limestones (Figure 3i,l), detail of protruding sector enhanced with dashed white
oval (Val Nerina, Umbria, Italy) (Figure 3m); coarse debris apron along coastal cliff (Elba Island,
Tuscany, Italy) (Figure 3n,o). The image processing procedures can be carried out before the image
acquiring phase, through the thermal camera firmware, or in the post-acquiring phase by using
specific thermographic software, i.e., [63]. The latter also allows for the following functions (Figure 4):
(i) thermal focusing procedures (selecting the more appropriate temperature range of the thermogram
in order to better visualize the scenario surface temperature pattern and possible anomalies); (ii) choice
of the correct thermogram color scale (i.e., gray or iron-type color scales will highlight the temperature
contrasts; algorithmic color scales can be more suitable to enhance temperature distribution and
gradients); (iii) quantitative analysis on single pixels, scanlines, areas, or the entire thermogram matrix.
Given the camera’s spatial resolution and the scenario viewing distance, in order to picture a scenario
wider than the camera’s field of view (FOV) it is possible to mosaic adjacent thermograms with specific
software (thermographic images must have at least a 50% of overlapping) [64].
There are two approaches regarding IRT analysis: (i) the passive approach; (ii) the active approach.
The former tests materials and structures which are naturally heated by solar radiation, while with
the latter an external stimulus is necessary to induce relevant thermal contrasts [17]. Within this
work a passive approach was used. In the context of IRT applied for the analysis of slope instability
phenomena, the presence within the observed surface of fractures, subsurface voids, moisture and
seepage zones, will influence the material thermal characteristics (density, thermal capacity and
conductivity) modifying its heat transfer [41]. Therefore, the presence of an inhomogeneity will be
displayed in the corresponding radiant temperature map as an irregular thermal pattern with respect
to the surroundings (a “thermal anomaly”). In slope instability phenomena, a qualitative analysis
of thermographic images, based on the detection and interpretation of thermal anomalies can reveal
the presence of potential criticalities such as (Figure 3): (i) structural discontinuities (due to the
cooling/heating effect of air circulating within open fractures; different thermal transfer capacity of
the infilling material with respect to the exposed sound rock); (ii) moisture or seepage zones (due to
the surface cooling caused by water evaporation); (iii) ledge-niche protruding systems, scarps (due to
the slope aspect and topographic roughness, which creates shadowing effects during a daily cycle of
solar radiation); (iv) loose coarse debris cover sectors (due to the cooling effect of air circulating within
the voids). Furthermore, multi-temporal thermographic surveys, characterized by a series of thermal
images acquired at different solar illumination conditions (e.g., sunrise, midday, sunset, as well as
intermediate times), can provide information about the thermal transfer efficiency of the analyzed slope
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(heating-cooling phases) [14,40]. Since the thermal inertia of a sound rock is greater than that of a highly
fractured rock or rock debris cover, the presence of discontinuities, voids or fracturing can be detected
through a multi-temporal thermographic survey. Within this work, the potential of IRT for landslide
mapping and characterization (used in a passive approach) was explored by analyzing different kinds
of slope mass movements, such as rock slide-falls, earth flows and composite movements [64], located
in the Italian territory (Figure 5, Table 2). The research activities were carried out from terrestrial and
airborne platforms in combination with other geomatics methods (such as TLS and GPS), in order to
establish an operative methodology to be used in various applications and risk management phases
(Figure 6). In this context, the obtained products (2D-3D surface temperature maps) were analyzed
for a qualitative detection of landslide criticalities (such as open fractures, seepage and moisture
sectors), and geo-rectified to be used in a Geographic Information System (GIS). A quantitative analysis
was also applied, by creating differential surface temperature maps in order to detect potentially
unstable debris cones and ledge-niche systems, and by analyzing the 24 h average surface temperature
evolution of different slope sectors. Depending on the hazard context of the study areas, the collected
remotely sensed data were validated through field inspections. The adopted thermal calibration
parameters (air temperature-humidity, distance and material emissivity) are reported in Table 2.
Air temperature-humidity values were obtained by means of a pocket thermo-hygrometer. When the
analyzed site was accessible (case studies 1, 2 and 3) experimental laboratory emissivity tests were
performed on the rock samples, according to the FLIR systems recommendations [65] and the work
of [66], showing a good accordance with bibliographic data [67,68]. Some of the research activities
were performed in order to support local authorities in the framework of the post-hydrogeological
disaster activities led by the Italian National Department of Civil Protection.
Table 1. FLIR SC620 thermal camera main technical specifications.
Feature Unit Value
Detector size Pixel 640 × 480
Spectral range µm [7.5, 13]
Temperature range C◦ [−40, +500]
Thermal accuracy C◦ ±2
Thermal sensitivity mK 40
Field of view (FOV) (◦) 24 × 18
Lens (◦) 24
Spatial resolution mrad 0.65
Minimum focus distance m 0.3
Image frequency Hz 30
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Table 2. Study site and Infrared Thermography (IRT) survey characteristics.
Case
Study N◦
Study Site
Region Landslide Type Lithology
Slope
Aspect
Sensor-Target
Mean Distance (m)
Image
IFOV (cm)
Air Temperature
(C◦)/Relative Humidity (%) ε Survey Type
1 Piemonte Rock slide Dolostones-limestones SE 500 33.3 25–33/40–53 0.94 Multi-temporal 8 h(heating phase)
2 Umbria Rock slide Micritic limestones N 1000 66.6 17–41/20–54 0.95 Multi-temporal 48 h
3 EmiliaRomagna Rock fall
Organogenic
calcirudites-calcarenites N 300 19.5 21–36/39–58 0.95 Multi-temporal 48 h
4 EmiliaRomagna
Roto-translational
slide-flow
Muddy matrix with
heterogeneous clasts E-SE 300 19.5 24/52 0.92
IR image sequence
(heating phase)
5 Sicily Roto-translationalslide/flow
Sandy-loamy matrix with
heterogeneous clasts SE 500 33.3 21/45 0.93
Multi-temporal
(heating phase)
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4. Results
4.1. Mapping Potentially Unstable Rock Wedges (Case Study 1)
The first case study is a mainly dolomitic-limestone active quarry (Figure 5a; Table 2) where
field inspections had highlighted a low angle dipping mesoscopic fault system, isolating a potentially
unstable rock wedge. A short-term multi-temporal IRT survey and a TLS acquisition were carried
out at a 500-m distance from the investigated quarry sector. Thermograms were acquired from
8 a.m. to 1 p.m. in the month of July 2011 in order to analyze the slope gradual heating due to solar
radiation (heating phase). The obtained surface temperature maps revealed cold thermal anomalies in
correspondence to the lowermost slope sector (Figure 7a,b), not detectable in the corresponding optical
image (Figure 6c), whose pattern is congruent with the investigated fault system. With the aim of
analyzing the slope surface thermal variations, a differential surface temperature map was generated in
a MATLAB environment by subtracting the above-mentioned thermograms pixel-by-pixel (Figure 7d).
This product allowed enhancing loose coarse-grained debris cones in the lowermost slope sector, which
are characterized by higher thermal transfer capacities with respect to sound rock, due to the presence
of air circulating within the voids (Figure 7d). Furthermore, the fracture pattern was traced on the high
resolution geo-referenced TLS 3D surface, providing an accurate 3D fracture map (Figure 8a). The 3D
fracture net allowed an accurate reconstruction of the most critical sliding surface. Finally, through
a quantitative comparison between the latter and the high resolution surface, a thickness map of the
investigated rock wedge was created in a Riscan Pro software environment [69] (Figure 8b), leading to
an estimate of 340,000 m3 of the potentially unstable volumes involved.
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13:00 (b) in the month of July. Optical image acquired by the built-in digital camera (c) and 2D
differential surface temperature map (d) between (a,b).
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Figure 8. 3D maps of the investigated quarry sector: (a) fracture pattern traced on terrestrial laser
scanning (TLS) point cloud; (b) thickness of the potentially unstable wedge on high resolution surface.
4.2. Multi-Temporal IRT Survey for Complex Fracture Pattern Mapping in Active Rock Slide (Case Study 2)
The Torgiovannetto abandoned quarry (Figure 5d, Table 2) is characterized by well stratified thin
micritic limestone layers, alternating with clayey interbeds, centimetric in thickness. The quarry front,
ha ing an elevation drop of out 140 m, is affected by a rockslide (182,000 m3 in volume), t o l rge to
be st bilize (Figure 9) [70,71]. The u stable ock wedge (roughly trap zoidal in shape) is delimited
by three persistent fractures (Figure 9b,c): (i) a sub-vertical back fracture with an E-W strike, which
in s me sectors displays a width up to 2 m (F1); (ii) a downhill bou dary, corresponding to a cl yey
interbed (355◦/24◦), cutting the quarry front obliquely and acti g as basal sliding surface (F2); (iii) the
western side of the landslide is non-continuously delimited by a system of open fractures (F3), mainly
belonging to a sub-vertical discontinuity set (82◦/74◦). This latter fracture system has a complex
pattern and is not fully developed thus leaving rock bridges (Figure 9d,f).
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from bottom (d) to topmost sectors (e,f).
With the aim of defining the unstable rock wedge deformation field and precisely assessing its
boundaries, a multi-temporal IRT survey (24-h cycle) was carried out. The selected installation point
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(set at an average 1000 m distance) gave a coverage of the whole quarry front, providing the pattern
detection of two of the wedge fractures (F2 and F3; Figure 9a,b). The rock wedge back fracture (F1) was
not visible in the thermograms due to the dense vegetation cover. Selected thermograms enhanced
cold thermal anomalies in correspondence with both the surveyed landslide boundaries (Figure 10a,b).
In order to accurately locate the detected fractures on the slope surface, a 3D surface temperature map
was created by merging the thermographic data with a previously acquired TLS geo-referenced 3D
surface (Figure 10c) [44,71]. For this purpose, the thermographic images were manually registered
in a Riscan Pro environment by defining the relations between 3D object points and the homologous
points on the thermogram. Once the transformation matrix was calculated for each thermogram,
the high resolution mesh was textured, making it possible to draw the true 3D shape of the analyzed
elements, which are therefore geo-rectified and can be used in GIS systems for accurate mapping.
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Figure 10. Quarry front thermographic images acquired on July 2012 ((a); early morning; (b); noon);
3D surface temperature map acquired at h 13.00 in the month of July 2012 (c) (F1 = downhill boundary;
F2 = western boundary; F3 = lateral fracture); (d) Fracture map of the rock wedge.
To give an example of the advantages deriving from the a alysis of the 3D surface
temperature map, the obtained 3D fracture pattern was projected on the quarry front topographic
map, and compared with the fracture system mapped through a field survey, carried out in 2006 [71],
and a GPS survey, carried out in 2013 (Figure 10d). This comparison demonstrated that the remotely
sensed data showed a good accordance with the data coming from the field surveys: in particular,
the mapping accuracy of fracture F3 was improved, showing a more continuous pattern (probably
connected to the evolution of the deformation field since 2006, due to the rupture of rock bridges in
that sector of the rock wedge).
4.3. Multitemporal IRT Survey for Seepage and Ledge-Niche Systems Detection (Case Study 3)
The hist rical town of San Le (Figure 5c; Table 2) is located on top of an isol ted rock massif made
of limestone-arena eous form tions, bordered by sub-vertical cliffs up to 100 m high, which overlies
soft ductile clayey deposits [72]. F r its g omorph logical and g ological setting the site is historically
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affected by instability phenomena: rock falls, slides and topples had taken place in correspondence of
the massif boundaries, with consequent retreat of the bordering cliffs and their continuative shaping
due to the formation of ledges, overhangs and niches [73]. This process was furthermore worsened
by piping erosion due to water percolation along the rock mass discontinuities and to the consequent
development of springs at the foot of the cliffs, along the contact with the underlying impermeable
clayey bedrock [74]. On 27 February 2014 an entire portion of the rock plate’s north-eastern sector
collapsed causing a huge rock fall. In correspondence to the massif collapse-affected sector, this rock
fall event caused a consistent retreat of the cliff edge, putting some buildings located in the town
northern sector at high risk. Minor rock fall events kept taking place on the newly formed rock wall,
worsening this hazardous situation. Following this event, a GB-InSAR monitoring activity coupled
with TLS surveys was carried out in order to manage the post-event emergency phase and evaluate
the residual risk [72]. In this context, IRT surveys were also carried out to integrate the TLS rock
mass characterization, with special regards to the rapid assessment of the hydraulic conditions along
critical discontinuities, in order to obtain a qualitative estimate of the seepage parameter [75]. Surface
temperature maps collected on 9 April 2014 (following a period characterized by intense local rainfall)
showed widespread seepage sectors in correspondence to a key rock mass discontinuity, corresponding
to a high persistent normal fault dissecting the whole rock massif (oval 1 in Figure 11a). Minor seepage
sectors (ovals 2, 3, 4 in Figure 11a) were also detected in correspondence to rock wall sectors affected
by a widespread fracture network [72], and the occurrence of minor rock falls (Figure 11d).
Figure 11. Thermogram of the San Leo rock cliff acquired on 9 April 2014 (a), with corresponding
optical image (b). Obtained 3D surface temperature map (c) (seepage sectors 1–4 are highlighted by
black dashed ovals). Comparison between 7 March 2014 and 18 December TLS scans (d), locating
the occurring detached rock block sectors (in yellow) and rock wall sector characterized by toppling
phenomena (orange-yellow areas), after [3,72].
Furthermore, a multi-temporal 24 h cycle IRT survey was performed in a dry period (11–12 June 2014;
Figure 12), in order to analyze the surface temperature evolution of the rock cliff. The average values
of surface temperature were calculated in correspondence to different rock cliff sectors (sound rock,
fractured sectors, rock fall deposits) within all of the thermographic dataset (Figure 11c). The obtained
graph shows how the daytime surface temperature curves of the four sectors are heavily influenced by
the slope’s aspect, which does not allow for a continuous surface heating, while the cooling phase of
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the rock wall is more regular during the night. Nonetheless it is possible to observe how, during the
heating phase, surface temperature variations of fractured rock or rock fall deposits are higher with
respect to sound rock, due to its higher thermal inertia [23,40].
Figure 12. 3D surface temperature maps of the San Leo rock cliff: 11 June 2014, h 20:30 (a), 12 June 2014,
h 05:00 (b), graph showing the 24 h average surface temperature evolution of different rock cliff sectors
(Ar1: sound rock; Ar2; Ar4: intensively fractured sectors; Ar3 rock fall deposits) (c).
Finally, a 3D differential surface temperature map of the rock mass cooling phase was obtained
(Figure 13a), directly showing surface rock mass sectors characterized by different ∆T values on the
TLS 3D. Again, sound rock sectors are generally highlighted by low surface temperature variations
(light blue areas in Figure 13a), while the highest surface temperature variations are located in
correspondence to: open fractures, niches and overhangs, representing potential critical sectors
regarding rock fall phenomena (red areas in Figure 13a).
These criticalities are associated to discontinuity sets (Bedding = BG; subvertical fracture = JN2, JN3)
(Figure 13b,c), where minor block detachments had occurred (Figure 11d).
4.4. Aerial IRT Surveys for Landslide Ponds-Drainage Network Mapping (Case Study 4)
The Capriglio landslide is a large earth flow located in the Northern Apennines (Figure 5d,
Table 2), which was triggered in April 2013 by prolonged rainfall and snowmelt [76,77]. The landslide is
constituted by two main adjacent enlarging bodies with a roto-translational kinematics; they activated
in sequence and subsequently joined into a large earth flow, channelizing downstream of the Bardea
Creek for a total length of about 3600 m (Figure 14a–c). In the crown area, the landslide completely
destroyed a 450-m sector of provincial roadway S.P. 101, and its retrogression tendency endangered
the villages of Capriglio and Pianestolla, located in the upper watershed area of the Bardea Creek
(Figure 14b). In addition, the landslide toe evolution was threatening the Antria bridge of the “Massese”
665R provincial road, over the Bardea Creek (Figure 13c). In the context of the surveying activity
carried out during the emergency management, on 5 May 2013, aerial thermographic and photographic
surveys were conducted to perform a preliminary landslide boundary assessment.
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Figure 13. 3D differential surface temperature map highlighting open fractures (black ovals), niches
(red ovals) and overhangs (green ovals) (a); manual extraction of discontinuity set on high resolution
3D surface (b) and resulting stereographic projection (c).
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Figure 14. Aerial picture of the Capriglio earthflow (a); landslide upper sector (b) showing the villages
of Capriglio (dashed oval on the left) and Pianestolla (dashed oval on right), were a transect of the local
roadway was destroyed (highlighted by the red arrow); the landslide toe (c).
Field and GPS surveys were also conducted to integrate the aerial survey. An IR high frequency
image sequence (30 frames/s) was acquired from a mean height of 300 m (leading to a 20 cm spatial
resolution). Thermograms were sequentially extracted from the sequence to be focused, analyzed and
mosaicked (Figure 15b). A sequence of high resolution digital images picturing the same scenario was
used to improve the interpretation of thermal data (Figure 15a). To avoid geometric distortions, the IRT
airborne survey was carried out by mounting the thermal camera over the aircraft hatch, so that the
camera line f sight would be in as perpendicular a direction as possible with respect to the topographic
surface. The line of flight was aligned along the landslid l ngitudinal axis at an average altitude
of 300 m above ground lev l, leading to a image geo etric re olution of about 20 cm. A m nual
mosaicking and geo-referencing procedure was performed in GIS e vironment, by using omologous
points between the overlapping thermograms and using a previously acquired Digital Elevation
Model (DEM)and aerial optical image of the Emilia Region as a base reference map. The surface
temperature map highlighted cold thermal anomalies in correspondence to the landslide drainage
pattern and ponds, also showing a clearly visible temperature gradient from the dry upper sector
(detachment area) to the colder wet toe (Figure 15a,b). The mapped thermal anomalies were compared
and integrated with the high resolution mosaicked optical image: the resulting drainage-pond map,
shown in Figure 15c.
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Figure 15. Mosaicked high resolution aerial optical image (a), acquired through a Nikon D-600 camera,
and surface temperature map (b) of the investigated earth flow; (c) resulting map of the landslide
ponds, drainage network and scarps.
4.5. Remote Landslide 3D Mapping for Emergency Management (Case Study 5)
This case study presents an example of the advantages given by IRT, used in an integrated
approach with TLS and GB-InSAR, in order to manage a landslide post-emergency phase. The latter
phenomena, occurring on 24 October 2015, causing the rupture of a water pipeline of the Messina
city aqueduct system (Figure 5e, Table 2, Figure 16a). This event caused a considerable lack in water
supplies for many of the city inhabitants. In this context, an integrated monitoring network was
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implemented in order to assess the residual risk by analyzing the landslide’s geomorphological and
kinematic features, and to support the early warning procedures needed to ensure the safety of
the personnel involved both in the realization of the aqueduct by-pass and the long-term landslide
stabilization works [78,79]. The landslide, characterized by a roto-translational movement, involved
a few meters in thickness of detrital slope deposits and developed for about 110 m in length and 65 m in
width (Figure 16a). Minor scarps developed in the middle-lower landslide sector, while two erosional
channels, formed by mud flows which almost reached the creek valley, delimited the landslide
right and left flanks. The creek valley is located just a few hundred meters from the northern
sector of the Calatabiano inhabited area, determining a high risk for the local population in case
of eventual landslide reactivations. In order to integrate GB-InSAR and TLS surveys for mapping and
characterizing geomorphological features of the Calatabiano landslide, daily IRT surveys were also
carried out from the monitoring system location, from 10 to 12 November 2015. Since the thermal
camera sensor field of view was not able to cover the entire landslide scenario, three single thermograms
were analyzed and mosaicked, and rectified on the slope 3D surface, creating a high-resolution
landslide 3D surface temperature map (Figure 16b). This advanced product enhanced low temperature
values in correspondence to the right and left landslide flanks, due to the presence of moisture
connected to the erosional channels thalweg. The landslide crown pattern and slope breaks were also
highlighted by the obtained map. Cold areas were also detected in correspondence to the slope’s
vegetated and shadowed areas, while the higher surface temperature values were measured in
correspondence to bare soils sectors and rocky outcrops. All of the collected remote sensing data were
integrated, generating an accurate 3D geomorphological landslide map (Figure 16c), with the aim
of accurately locating the recorded displacements with respect to the landslide geomorphological
features and to the excavation activities, and detect the more critical sectors of the monitored slope.
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Figure 16. Image of the Calatabiano landslide acquired on 10 November 2015 from the monitoring
system installation point (a) (the dashed white line represents the main landslide crown, the dashed
red line represents the rupted pipeline); 3-D surface temperature map of the landslide area projected on
TLS point cloud acquired on 12 November, 13:00 (b); The Calatabia o landslide 3D geomorphological
map, projected both on high resolution DEM, obtained by means of the TLS survey, and on GB-InSAR
cumulated displacement map (c); after [78,79].
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5. Discussion
Landslide maps can document the extent of landslide phenomena from a small or large watershed
to a regional scale, and show information that can be exploited to determine landslide susceptibility,
hazard, vulnerability and risk, as well as study the evolution of landscapes dominated by mass-wasting
processes [2,80,81]. Mapping landslides using the traditional geomorphological field approach is part
of the standard knowledge process on which all the application products are based [82]. Nevertheless,
this procedure is hampered by the difficulty of detecting features of instability phenomena in the
field due to: (i) the size of the landslide (often too large to be accurately surveyed); (ii) the viewpoint
of the researcher (often unsuitable to observe all of the landslide sectors with the same level of
detail); (iii) the strong influence of external causes (thick vegetation cover, dismantling and erosional
processes and anthropic activities) [83]. For these reasons, a distant remote surveying point of view on
unstable and hazardous areas can provide both the safety of the operator and a more accurate and
complete landslide mapping [2]. The landslide mapping process is typically carried out through field
inspections, which can be particularly problematical in hazardous areas with limited access. The Civil
protection authorities, who are appointed to prevent landslide hazards and to manage emergencies
deriving from potentially damaging events, need monitoring strategies that include reliable techniques
for acquiring and processing data in a short period of time during the prevention and emergency
management phases.
5.1. IRT Applied to Unstable Slopes Mapping and Characterization
The characteristics of rock slope failures are determined by the role of the rock structure, the
dominant mechanism and kinematics, and the mechanical properties of the rock mass [84]. Fractures
in particular are crucial factors for rock slope stability: open cracks can indicate initial stages of
motion for deep-seated rockslides [85], while loosened rock sectors and ledge-niche systems represent
potential instability zones along rock cliffs, as they are key indicators of future potential rock fall
phenomena [13]. Furthermore, the effect of water seeping along rock masses can result in lowering the
stability of rock slopes, by generating water pressure and weathering along discontinuities, reducing
the shear strengths of rock mass fractures [75].
In this context, it is very important to rapidly and accurately assess the volume of an incipient
rockslide, as this is one of the main factors controlling the runout in the case of catastrophic
failure [86,87]. In the analysis of loose landslide deposits, experimental studies on thermal information
derived from sensors working in the 8–12 µm spectral range, proved that considering the same
land cover type the surface temperature measured is slightly lower with respect to stable areas [2].
Mapping of deformational and hydrologic features on earth flows can provide the identification of
kinematic elements within the earth flow, and the geometry of the basal-slip surface [88]. Accurate
remote mapping can provide important information for the involved local authorities and technicians
(area and volume of unstable masses) for the preparation of landslide susceptibility and hazard models,
with special regards to the planning of mitigation works. Moreover, the identification of unstable areas
in landside-affected slopes can enable preventive countermeasures to be deployed, saving property
and lives in more vulnerable areas. In the presented case studies, the proposed methodology provided
the 3D mapping of complex fracture systems, leading to the evaluation of the potential unstable rock
wedges volumes (case studies 1–2). In case study 3, IRT proved its effectiveness together with the TLS
semiautomatic analysis in contributing to a more detailed remote 3D geometrical and geomechanical
characterization, while the obtained 3D surface differential map provided a useful product to highlight
potential unstable sectors. In case study 4, the mosaicked aerial thermograms led to the detection
of thermal anomalies which were compared and integrated with the high resolution mosaicked
optical images. This led to the mapping of earth flow ponds, drainage network and scarps. The aerial
surveys were also fundamental both for the estimation of the landslide areas, and to monitor the flow
evolution, showing that besides the located elements at risk (villages of Capriglio and Pianestolla),
the fast evolution of the landslide toe was threatening a bridge of a provincial roadway. Finally, in case
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study 5, the 3D landslide geomorphological map contributed to the understanding of the kinematic
mechanisms involving the landslide mass, and to assess the landslide areal distribution and its volume.
The proposed methodology proved to be an effective tool for landslide 2D and 3D surveying, mapping
and characterization, especially in the field of emergency management, when it is often necessary to
gather all the required information in dangerous environments as fast as possible, to be used for the
planning of mitigation measures and the evaluation of hazardous scenarios.
5.2. IRT Surveying Technical and Logistical Contraints
In an IRT survey, the acquired radiant temperature does not correspond exactly to that emitted
from the targeted object, due to the sensor-target distance and the related attenuation and scattering by
air molecules, together with the sensor’s thermal resolution, solar reflections and calibration errors [53].
In order to perform the correction of raw thermographic data, which display the so called “apparent
radiant temperature”, and obtain a “real radiant temperature” image, it is fundamental to choose the
correct object emissivity values and remove atmospheric attenuation effects.
The best results are obtained when a thermographic operator is diligent in entering known
values for all the pertinent variables: (i) emissivity of the object; (ii) air temperature and humidity;
(iii) distance between the sensor and the target [65]. While the last variables are easily obtainable
in the field (by means of a thermo hygrometer and a distometer) emissivity can vary according to
several factors: (i) the material surface roughness (the greater the roughness compared to the size of
the incident wavelength, the greater the absorption and emission); (ii) the moisture content (the more
moisture contained within an object, the greater its ability to absorb and emit); (iii) the viewing angle
from which the object is surveyed [89–93]. In most applications, the emissivity of an object is based on
values found in tables and literature (in many cases also the camera firmware has its own emissivity
table) [67,68]. However, when reasonably precise material emissivity values are needed it is possible
to use an empirically developed approach to obtain them [65,66]. In case an accurate emissivity value
cannot be obtained for grey bodies a standard value of 0.95 is recommended [65]. In a thermogram
matrix, the smallest detectable object (IFOV = instantaneous field of view), corresponding to the image
geometrical resolution, is determined by the distance between the sensor and the target (i.e., the thermal
camera used in this work has 0.65 mrad spatial resolution, meaning that at a distance of 1 m from the
object the IFOV is 0.65 mm). Therefore, in the planning of an IRT survey, given the possible logistical
limitations (i.e., if the observation points are located in inaccessible areas), the position of the thermal
camera acquiring point must be carefully considered in order to obtain both the best thermogram
geometrical resolution and the field of view of the investigated scenario (Table 2).
5.3. IRT Benefits and Disadvantages
In accordance with the studies conducted by [14,31], in the field of landslide analysis IRT displays
the following benefits and disadvantages:
1. Remote sensing: no direct contact is required between the camera and the investigated scenario,
therefore permitting the measurement of hazardous areas safely.
2. Visibility: no external source of illumination is necessary, both diurnal and nocturnal operations
are possible. Thermal radiation can also penetrate smoke and mist better than visible radiation.
3. Large monitoring capacity: IRT is capable of simultaneously measuring temperature in
correspondence to different points within a scenario.
4. Portability and versatility: IRT cameras are lightweight and can be easily carried. This allows to
choose different fixed installations leading to different field of views and spatial resolution of the
investigated scenario.
5. Easy and fast data collection and processing: the recorded data can be easily collected,
monitored and processed on laptops using dedicated imaging software, therefore allowing
the measurements’ repeatability.
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6. Fast response rate: thermal imaging equipment used with a multi-temporal approach can detect
and monitor rapid thermal fluctuations.
7. Orientation of the slope with respect to solar illumination: the slope aspect has an influence on
the intensity and the time of exposure of the solar illumination which affects the slope. Surface
temperature differences will be greater in sun-exposed surfaces.
8. Orientation and distance of the slope with respect to the operator: IRT camera field of view and
the thermograms’ spatial resolution strongly depend on the distance between the target and
the object. Logistical problematics may impede a picture of the whole investigated scenario.
The slope surface orientation with respect to the viewer also influences the amount of emitted and
reflected thermal radiation measured by the sensor (the more the line of sight is perpendicular to
the surface the higher the measured thermal radiation).
9. Dependence on weather conditions: high surface temperature differences are more easily
detectable during warm spring and summer seasons. IRT camera measurements are negatively
affected by strong wind (due to air convection) and rain (due to evaporation and subsequent
cooling). The multi-temporal approach is not always suitable when it is necessary to acquire data
as fast as possible.
10. Bureaucratic restrictions: airborne thermal measurements are also affected by bureaucratic issues
because flights are not allowed over prohibited, restricted or temporarily forbidden areas for
safety reasons, particularly during emergencies.
6. Conclusions
Within this work, the potential of IRT as a novel operational tool for 2D and 3D landslide
surveying, mapping and characterization was explored in several instability processes (rockslides,
rockfalls, earth flows-slumps) and risk management contexts. In particular, IRT was applied, both from
terrestrial and airborne platforms, in an integrated approach with TLS and GPS for the detection
and characterization of criticalities on unstable slopes, in order to evaluate the possible related
hazardous scenarios. Given the portability and cost-effectiveness of modern thermal cameras, as well
as the fast acquisition and processing times of thermographic data, IRT can be profitably applied
in the field of landslide analysis, for the remote rapid mapping of surface temperature patterns
with high spatial resolution. The use of modern high resolution thermal cameras, employed both
in terrestrial (hand-held, tripod-mounted) or airborne based modes, can lead to the detection of
landslides’ structural and morphologic potentially hazardous features (structural discontinuities
and open fractures, scarps, seepage and moisture zones, landslide drainage network and ponds).
In rock slide assessment, the potential of IRT for fracture mapping can lead to the evaluation of
the unstable rock wedges volume, representing crucial information for planning the proper risk
reduction-monitoring measures. On unstable rock walls, IRT can be profitably applied for integrating
TLS in the rock mass characterization, with special regard to seepage along key discontinuities
and mapping potential unstable ledge-niche systems. Furthermore, accurate mapping of open
fractures could provide useful information for the planning of a crack meter network for monitoring
deformations. Mapping the drainage network and moisture areas in large earth roto-translational
slide/flows can be useful for rapid mapping and for the temporal planning of adequate landslide
restoration works. Nevertheless, IRT alone is insufficient for a complete landslide analysis. In order to
obtain a more accurate interpretation of the results, IRT can be more profitably used as an ancillary
low-cost technique, through integration with other ground-based remote sensing geodetic techniques,
especially regarding TLS and DP. Future developments should include the application of fixed thermal
camera installations in a landslide remote surveying-monitoring station, including e.g., GB-InSAR
systems, for gathering continuous, high-resolution, real-time data. Furthermore, thanks to the
high image resolution of the more recent thermal cameras (nowadays up to 1280 × 1024 pixel),
thermographic data could be used in a photogrammetric approach in order to obtain terrain 3D
surface temperature maps by directly using the thermograms, thus avoiding complex image geocoding
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procedures on the TLS 3D surface. In this perspective, specific geometric calibration files could allow
thermal cameras to be placed on top of TLS devices to produce a point cloud with thermal textures.
Finally, the rapid evolution of IRT technology opens future scenarios of rapid automated inspections on
hazardous scenarios, which could be further quickened by using remotely controlled drone platforms.
In all of these perspectives, a skilled thermal camera operator is strongly recommended for correct IRT
image acquisition, elaboration and interpretation procedures.
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